
DX פקג' - יחידה בהתפשטות ישירה
חברת גדיר מערכות הינה חברה ותיקה ומובילה בתחום ייבוא ושיווק צ'ילרים, פקג'ים, 
Clivet-ו i-Aircool משאבות חום, יט"אות. החברה מייבאת ומשווקת פקג'ים מתוצרת

 i-Aircool הינו מותג פרטי של פקג'ים באיכות גבוהה
 עם התאמה לצורכי השוק בישראל, המיועדים לקירור

 או חימום של אולמות ספורט, אולמות אירועים,

רשתות שיווק, קניונים וחללים גדולים במבנים ומשרדים.

  תפוקת קירור של 10-60 ט"ק

  2-4 מעגלי גז

)Double Skin( דופן פנל מבודד  

  מאייד 6 שורות



Capacity

kW 35.6 50 70 90 105 141 178 210

TR 10  15  20  25  30  40  50  60 

kW 37.7 54.2 75.4 96.2 113.2 150 192 219

TR 10.7 15.4 21.4 27.4 32.2 42.7 54.6 62.3

Product Rooftop packaged unit RTP-
10HP1

RTP-
15HP1

RTP-
20HP1

RTP-
25HP1

RTP-
30HP1

RTP-
40HP1

RTP-
50HP1

RTP-
60HP1

Rooftop package unit, heat pump

Cooling

Heating

Max starting current

Running current on cooling

Running current on heating

Power 
input

Cooling

Heating

Compressor

Brand 

Quantity 

Refrigerant 

Panasonic

R410a

number of circcuit

Coil 

Fan type 

Fan drive 
Condenser

Copper pipe with hydrophilic coated 0,11 mm aluminium fins (12 fins/inch)

Axial

Direct

 1 2 2 2 2 4 4 4

1*6.5 2*6.4 2*8.5 2*10 2*11.2 4*6.5 4*10  4*11.2kG

Motor input power 1*1.1 1*1.5 2*0.75 2*0.75 2*1.5 4*1.1 4*1.1 4*1.5kW

Evaporator
1*2.2 1*3.0 1*4.0  1*5.5  1*5.5  1*11 1*15 1*15

db(A)

mm

mm

mm

kg

Direct drive                                                 Belt*2    

Air flow rate

External static 
pressure

6,000 8,000 12,500 16,000 19,000 25,000 32,000 38,000

3,500 4,700 7,350 9,400 11,200 14,700 18,800 22,500

250 250 300 300 300 400 500 500

1.0 1.0 1.2 1.2 1.2 1.6 2.0 2.0

72 72 74 75 75 79 80 80

2,010 2,010 2,880 2,880 2,880 3,700 4,700 4,700

1,165 1,165 2,140 2,140 2,140 2,200 2,200 2,200

1,135 1,135 1,964 1,964 1,964 2,050 2,050 2,050

384 600 1,100 1,160 1,350 1,820 2,180 2,430

L
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H
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cfm

Pa

inch H2o
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צו
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A 30 46 63 79 92 132 170 196

A 23 36 48 61 71 101 131 151

A 22 34 45 57 66 96 124 142

kW 12 20 27 33 40 56 70 83

kW 11 18 25 30 37 52 65 77

DX פקג' - יחידה בהתפשטות ישירה

Refrigerant charge

Coil 

Fan type 

Evaporator  fan drive 

Motor input power

4  rows         6  rows copper pipe with hydrophilic coated 0.11 mm aluminium fins (13 fins/inch)

Centrifugal

Washable aluminium G3

Panel

Filter  

Noise power level 1m

Dimension

Weight

4 9 5 9 2 3 0 ה  ו ק ת - ח ת פ  ,7 1 י  ק ס נ י ט ו ב ' ז
g a d i r - s y s t e m s @ g a d i r . c o . i l

התקשרו עכשיו לטלפון: 03-9204877
    www.gadir-systems.co.il

*Single skin: painted galavanized steel, side 1.0mm, roof + supports 2.0mm insulation: armaflex 20mm
**Double skin: 30mm Pu insulation +0.35 inner/outer painted galvanized steel sheets+ 1.5mm painted galvanized steel as rain cover

Single skin* Double skin**


